Characteristics: ¥ B,

@ It comprises of a axial fan, a protective housing on the front and rear @ bR 5 B S 15 2 5l 8 Ao bR I8 o JEE 6538 B T AR AR,
surfaces and filter designed to retain dust particles

@ The filters that equip the fans must be cleaned and replaced regularly.

® This filter can be replaced during operation without risk of touch
with the rotating part.

@ Material of filter pad: 100g/ M3 nylon fiber compound, Filtration
efficiency up to 7 3%.

@ Operation Temperature/Humidity Range: (under unconcretionary -
state) -20°C ~ +70°C (temperature), 0% ~ 95% (himidity) 7 W B

® RAL 7035 grey is the standard offer with the possibility to change to R EERE £RAL7035% &, FI/KRAL7032, R Rl
RAL 7032 by means of a replacement grille. T I8 i,

@ Bear in mind the pressure losses caused by the outlet element (grille
with filter, ventilation louvre or simple opening) when determining
the fan flow rate.

@ Protection class: EN 60529 | P 5 4 (not suitable for outdoor equipment). © s EN60529 IP54 (REF Fobith) o
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mounting dimension
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Outline Dimensions (Units:mm)
® installation: No need of screw, snap-in installation ® mi#EHF X, MERET FAKRE
Power connection: Terminal connection (wire connection) TIRE I, BRI (SRIE)
© With seal ring O #HARHBD
© Maximum weight: 783g ® &=AEE.: 783
free outlet characteristic curve
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Parameters
Type Fan Model | \iqge | SPeed | Frequency| current | Power | nérc,, | Sic Pressure | Noise |Curve| — goeerod) o
v v Hz (A | W | mYh (Pa) (dB) (mm)
50 0.24 18 102 88 32
FJK6623PB115 FJ12031AB 115AC 75..125 50 0.20 15 119 m 35 @ 204x204x105
50 0.12 19 102 35 32
FJK6623PB230 FJ12032AB 230 AC 150...250 60 010 1 19 m 35 @ 204x204x105
FJK6623PB12 FJ12038PB12 12 DC 6..13.8 0.55 6.60 126 42 36
FUK6623PB24 FJ12038PB24 | 24DC | 10.275 031 | 744 | 126 1 3 | 2 | 204x204x105
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